
Goteros pinchados

ID Descripcion Tipo Marca Clase Q P X K

1 GOTERO PINCHADO NAANDANJAIN PC 1.3 L/h PINCHADO NAANDANJAIN PC 1.3L/h 1.0bar 0.00 1.30

2 GOTERO PINCHADO NAANDANJAIN PC 2.0 L/h PINCHADO NAANDANJAIN PC 2.0L/h 1.0bar 0.00 2.00

3 GOTERO PINCHADO NAANDANJAIN PC 4.0 L/h PINCHADO NAANDANJAIN PC 4.0L/h 1.0bar 0.00 4.00

4 GOTERO PINCHADO NAANDANJAIN PC 8.0 L/h PINCHADO NAANDANJAIN PC 8.0L/h 1.0bar 0.00 8.00

5 GOTERO PINCHADO NAANDANJAIN PC-CNL 1.3 L/h PINCHADO NAANDANJAIN PC-CNL 1.3L/h 1.0bar 0.00 1.30

6 GOTERO PINCHADO NAANDANJAIN PC-CNL 2.0 L/h PINCHADO NAANDANJAIN PC-CNL 2.0L/h 1.0bar 0.00 2.00

7 GOTERO PINCHADO NAANDANJAIN PC-CNL 4.0 L/h PINCHADO NAANDANJAIN PC-CNL 4.0L/h 1.0bar 0.00 4.00

8 GOTERO PINCHADO NAANDANJAIN PC-CNL 8.0 L/h PINCHADO NAANDANJAIN PC-CNL 8.0L/h 1.0bar 0.00 8.00

9 GOTERO PINCHADO NETAFIM PC 2.0 L/h PINCHADO NETAFIM PC 2.0L/h 1.0bar 0.00 2.00

10 GOTERO PINCHADO NETAFIM PC 4.0 L/h PINCHADO NETAFIM PC 4.0L/h 1.0bar 0.00 4.00

11 GOTERO PINCHADO NETAFIM PC 8.0 L/h PINCHADO NETAFIM PC 8.0L/h 1.0bar 0.00 8.00

12 GOTERO PINCHADO NETAFIM PC-CNL 2.0 L/h PINCHADO NETAFIM PC-CNL 2.0L/h 1.0bar 0.00 2.00

13 GOTERO PINCHADO NETAFIM PC-CNL 4.0 L/h PINCHADO NETAFIM PC-CNL 4.0L/h 1.0bar 0.00 4.00

14 GOTERO PINCHADO NETAFIM PC-CNL 8.0 L/h PINCHADO NETAFIM PC-CNL 8.0L/h 1.0bar 0.00 8.00
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